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THE APPLE INTERFACE MANUAL 

The Apple Interface Manual contains information on the 
following: 

switch settings 

pin outs 

necessary driver settings 
interface cables 

We have given you the facts on all possible connections between the 
different Apple products, and have suggested configurations to 
help you to get the equipment up and running quickly and easily. 

We hope the Apple Interface Manual will help you to speed up the 
process of installing Apple equipment and to cut back on those 
expensive, time-consuming telephone calls to Apple. 

Reproduced compliments of Apple Technical Support, Cupertino, 
California. 
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October 20th 1984 



Compiled by Clive Girling and Ian Summerfield. 

Apple and the Apple Logo are trademarks of Apple Computer, Inc. 

The information contained in this manual is copyright of Apple 
Computer (UK) Ltd. and Apple Computer, Inc. ©Apple Computer (UK) 
Ltd. 1984, '^Apple Computer Inc. 1984, and any unauthorized copying, 
duplicating, selling or other distribution of this manual, in whole or part, 
is prohibited. 

Apple Computer (UK) Ltd. makes no warranties in respect to the content 
of this manual, and all liability therefore is hereby excluded to the 
maximum extent permitted by law. In no event shall Apple Computer 
(UK) Ltd. be liable for indirect, incidental or consequential damage. 

Reprinted in USA - 1985 
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Interface Manual 



Contents 



Section Description 



A Apple // Interface Cards 

B Apple //c Ports 

C Apple /// Interface Ports/cards 

D fiaclntosn interface Ports 

E Lisa Interface Ports/Cards 

F Plotters & Printers 

G Configuration Tables 
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Apple //Interface Cards 




Contents 


Page 


Description 


A. 2 


. . . Super Serial Card 


A. 5 


. . . Parallel interface cara (2PIC) 


A. 7 


. . . High Speed Serial Card 


A. 8 


. . . Parallel/Centronics Card 


A. 9 


. . . Communications Interface Card 


Interface 
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Super Serial Card 

Part # 670-8020 Order it A2B0044 



Pin Outs (Jumper block towards inodem) 



10 Pin 


DB-25 


Header 


Connector 


1 




2 


2 


3 




4 




5 


5 


6 




7 




8 




9 




10 





Signal Name 



Frame Ground 
Transmit Data (Tx) 
Receive Data (Rx) 
Request To Sena (RTS) 



Secondary Clear To Send (SCTS) 
Signal Ground 
Data Terminal Ready (DTR) 
Data Carrier Detect (DCD) 



Note: 



Jumper Block pointing towards Terminal acts as thouah a 



modem eliminator cable is installed (see page G.2) 
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Si 


4)er Serial Card 




switch settlnas Printer node 

(Jumper block towards terminal) 








SwltCt) SUl 
1 2 3 4 5 6 7 


Switch SU2 

1 7 T J *! 


6 7 


Nod« SelecUon: 

Printer flode 

SIC P8 Enulation flode 

SIC PSA Enulation Mode 


OFf d»t 
{* OFf 

pFF OPT .. 






Special Switches: 

Interrupts OFF 
Interrupts OH 
Nornal Clear to Send 
Secondary Clear to Send 


OK 




m 
m 

m 

„ ,„ m 


Baud Rate: 

ur>d«fin«d \ 

50 

75 

109.92 (110) S 

154 58 (155) 

150 

JOO 

600 \ 
1200 
1800 
2400 
3600 
4800 
7200 
9600 
19200 


% m m 
% m m ^ 
■» m mm 
m mm 

m mm m 

^ mm m 

Off fiN OK 

m m % m 
mm mm 
mm m m 

mm^^ 
mmm m 
mmmm 
vfmmm. 






Data Fornat: 

8 data. 1 stop 
8 data, 2 stop 




OR 

m 




Una Uidth/VldM: 
40 /video on 
72 /video off 
80/video off 
132/video off 




m m 

OFF m 


A*t — i 


Daisy afiar <«> Out: 

none 

32 ns 




m 

m 




Can <LF> out artar <tK> 

yes 

no 




■ ' I 



i 

FF 


Interface Manual 


Page A. 3 








■5 - aS.PICT" 242 KB 2000-1 1 -1 2 dpi: 400h x 400v pix: 1 785h x 2887v 


Source: Apple Computer Inc. UK 


Page 0007 of 0048 ^ 



The Apple (Peripheral) Interface Manual -- October 1984 

Super Serial Card 



Switch Settings Canrtnlcatlons Mode 

(Junper block towards modem) 



1 


Sidtch SUl 
2 3 4 5 


6 7 


1 2 


Switch S4/2 
3 4 5 


6 


7 


Rode Selection: 
Connunicatlons node 


m 




§ :|| 














Special Switches: 

Interrupts OFF 
Interrupts ON 
RS-232-C Signals 


















OP 
OM 


F 


Baud Rate: " 

undefined 0i 

50 m 
75 m 

109.92 (110) at 
134.58 (135) at 

150 at 
300 m 
600 m 

1200 fiff 

1800 m 

2400 Hff 

3600 a!f 

4800 Sfif 
7200 m 
9600 

19200 % 


m m m 
m m m 
m (ff m 

OH Off dTf 

0^ (K at 
tf* m Off 

Off »r m - 
m m m 
m m m ' 

« OK OFF 

m m » 

OH Off Off 

m m m 

QTf « Off 

Off m m 




















Data Fornat: 

8 data, 1 stop 

7 data, 1 stop 

8 data. 2 stop 
7 data, 2 stop 










Qt m 
m Off 

CF F OK 
fj^f OFF 












Parity: 

None 

Odd 

Even 












OK 

OK Og 
. Off 0^ 








Cen <LF> Out After <CR> 

Yes 

No 


















OK 
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Parallel Interface Card (2-PIC) 

Part // 820-5006-A Order # A2B0021 



Pin Outs 



DB-25 

Connector Signal Name 



1 Data In, Bit 

2 Signal Ground 

3 Data In, Bit 2 

4 Signal Ground 

5 Data Out, Bit 

6 Data Out, Bit 1 

7 Blocked 

8 Data Out, Bit 2 

11 Data Out, Bit 5 

12 Data Out, Bit 6 

13 Data Out, Bit 7 

14 Data In, Bit 4 

15 Strobe Out 

16 Acknowledge In 

17 Data In, Bit l 

18 Data In, Bit 7 

19 Data In, Bit 5 

20 signal Ground 

21 Data In, Bit 6 

22 Data Out, Bit 3 

23 Data Out, Bit 4 

24 signal Ground 

25 Data In, Bit 3 
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Parallel Interface C ard f2PIC) 



switch Settings 



StroDe Length 








1 microsecor^d 


i 


Off 


OFF 


5 microseconds 


1 ON 


OFf 


OFF . 


5 microseconds 


1 Off 


ON 


OFF 


7 microseconds 


1 m 


Ott 


OFF 


9 microseconds 


1 OFf 


OFF 


ON 


11 microseconds 


1 m 


OFF 


m 


13 microsecorx3s 


1 m 




m 


15 microseconds 


1 ON 




m 

— '■■ > — »*♦***- — 



Positive 

Neaatlve 

ACK Polarity 
Positive 

Negative 

FlnTO»are Select 

Parallel (LF) 

Centronics (No LF) 

Interrupts 

Disable 

Enable 



OFF 

m 



OFF 



_Q6L 
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Hidi Speed Serial Interface 

Part It 670-X005 (Discontinued) 

Pin Outs 

DB-23 Connector Signal Name 



2 Receive Data (Rx) 

3 Transmit Data (Tx) 

7 Signal Ground 

12 Current Loop Data In (Return) 

15 Current Loop Data In 

23 Current Loop Data Out 



Note 1 : This card does not have any hardware handshaking, it 
can therefore only be used at slow baud rates. 

Note 2 : The PROM PSA Should he installed in place of the 

existing PRon P8 when using Oume compatible printers. 
Be aware that switch 4 has a different function with 
this setup and must be in the OFF position. 

Siltch Settings 





1 




2 


3 




4 


5 


6 7 


Baud Rate 


















110 ; 


m 


m 


m 








154.5 j 


OFT 


m 


m 










300 


ON 


m 


OH 








1200 


OFF 


m 


m 








2400 


ON 


m 










A800 


m 


m 


OFF 








9600 


m 


OFF 


OFF 








19200 1 




OFF 


OFF 








.Delay After <CR> i 


















None 












OFF 






1/4 Second 1 


















Line •Idtn/vioeo i 


















40/\/ldeo on i 














ON 


OH 


72/video off 1 














m 


m 


80/video off i 














m 




132/video off ! 














OFF 




<LF> After <CR> | 







Yes 
No 



OFF 
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Parallel/Centronics Card 

Pan « 820-0005-01 (Discontinued) 



These two caros although different in name are 
virtually identical apart from those differences 
outlined below. 



Ptn Outs (same for hotn earns) 



20 Pin Header Sign al Name 

1 Ground - Pin l and 20 irust" ne used' 

2 ACK (Handshake) 

8 strobe 

10 DPO (LSB) 

11 DPI 

12 0P2 

13 DP3 

14 DP4 

15 DPS 

16 DPb 

1/ DP7 (nSB) 

20 Ground - Pin 1 and 20 must he used. 



Note: The differences between the two cards are as follows. 

Centronics : The Centronics card is supplied ailtn the prom P9 
(341-0019) installed and does NOi add a linefeed 
after carriage return. The Junper block is 
pre- configured for negative SlROBE and positive 
acknowledge (ACK) signals. 



Parallel : The Parallel card is supplied witn the PROM Pi 
(341-G005) installed and does add a linefeed 
after carriage return, with this card you rrust 
wire the Jumper block yourself. For further 
information please refer to page 6 of the manual 
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A pple Communications Interface 

Part # 670-X003 (Discontinued) 



Pin Outs 



DB-25 Connector Signal Name 



2 Transmit Data (Tx) 

3 Receive Data (Rx) 

4 Request To Send (Permanently nign) 

5 Clear To Send (Permanently high) 

7 Slgial Groind 



Note : This card does not have any hardware handshaking, it 
can therefore only be used at slow baud rates. " 
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Apple //c Interface Ports 



Contents 



Page Description 

B.2 Serial Ports 

B.3 video Port 
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Printer & Communication Ports 



Pi n Outs 

The Serial ports on the //c are standard 5 pin DIN, however, 
they are not labelled as standard DIN. So when looking at the 
back of the //c we have pin outs as follows: - 



3 Pin DIN Position Signal Name 



1 4 O'clock . . . Data Terminal Ready 

2 5 O'clock . . . Transmit Data 

5 6 O'clock . . . Ground 

4 7 O'clock . . . Receive 

5 8 O'uJock ... Data Set Ready 



Note : The serial ports on an Apple //c are essentially 

IdentlcaL the pin connections being the same on both. 
The main difference being the printer port Is 
preconf igured for 9600 baud and the communication port 
is preconf igured for 300 baud. The printer port 
appears to software as slot h the communication port 
as slot 2. The settings of these ports can be changed 
with the Apple //c System Utilities disk. Please see 
the System Utilities manual for precise details. 

Characteristics at Startup 

After power-up, the printer firmware sets the conf iguratior, 
given below: 

9600 baud 8 data bits No parity bits 

2 stop bits 80 chars per line LF after CR 

Command character is CTRL -I 
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Video Port 

This port requires an external pal modulator to connect to a 
TV set. It Is NOT an RGB port, to connect to an RGB ironltor 
an external piece of hardware is required. 



Pin Outs 



15 Pin 



Connector 


Siqnal 


Description 


1 


TEXT . . . 


. Video text slanal from glu 


2 


. . 14h . . . . 


l4hHz Timing signal from raster 






oscillator 


3 


SYNC . . . 


. Display synchronisation signal from 






lOU pin 39. 


A 


SEGB . . . 


. Display vertical counter Pit from lOU 






pin 4. 


5 


. . IVSOUND . 


. Iv sound signal. 


6 


LDPS . . . 


. video Shift Register load enaPle. 


7 


WNDW . . . 


. Active area display Planking. 


8 


*12v . . . 


. Regulated *i2v. 


9 


PRAS . . . 


. Ram row address strobe. 


10 


. . GR 


. Graphics mode enaPle. 


11 


SEROUT . . 


. serialised character generator 


12 




output . 


NTSC . . . 


. Composite NTSC video signal. 


13 


. GND 


Ground . 


14 


, VIDD7 . . 


. Causes half dot shift if high. 


15 


CREF . . . 


. Colour reference signal. 
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Apple ///Interface 



Contents 



Page Description 

C.2 Serial Card /// 

C.2 Serial Port 

C.4 Parallel Interface Card (UPIC) 

C.6 Colour video Port 
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Port C: RS-232-C Serial Interface 
& Serial Card 3. 



Pin Outs 

DB-25 Connector signal Name 



1 snieia Ground 

2 Transmit Data (Tx) 

3 Receive Data (Rx) 

A Request To Send (RTS) 

5 Clear To Send (CTS) 

6 Data Set Ready (DSR) 

7 Signal Ground 

8 Data Carrier Detect (DCD) 

20 Data Terminal Ready (DTR) 



Note : Serial card 3 has a modem eliminator button, when this 
button is "in" the above pin outs are correct. If 
the Dutton is "out" this has the effect of a modem 
eliminator cable being installed (see page G.2). 
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Port C: RS-232-C Serial Interface 
& Serial Card 3. 

The following taDl? explains how to configure the 
driver for the RS232 port using System Utilities, 
rememDer on the Serial Card 3 driver to set the 
slot number. 



Data Configuration Block 



SOO SOI S02 $03 S04 S03 S06 $07 $08 ^09 $0A $0B" 



Baud Rate: 

110 
134.5 
300 
600 
1200 
1800 
2400 
4800 
9600 



Data Fomat: 
Bits Parity 

8 none 



odd 

even 

nPRK 

SPACE 

odd 

even 

SPACE 



Com Protocol 

none 

XON/XOFF 

ENQ/ACK 

ETX/ACK 

HU Handshake 



Y 

A 

T 

ft 

I 
I 
H 
t 

F 
€ 



r 

f 
F 





Delays (Dvtes $02.. .$04). 

Using this driver to connect to a printer may require that 
you set delay times while the printer advances to a new line 
or the top of a new page. These delays are given in the 
range $oo...$FF characters. The RS232 driver will wait for 
the time taken to transmit the amount of characters specified 
before it sends the following character. 
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Uiiversal Parallel Interface Card 

gjpic) 



Part// 670-0017 Order// fl3B0002 



Pin Outs 

20 Pin Connector 



Pin NumPer Signal 



Pin Number Signal 



Signal Ground 

Acknowledge input 

Port B input DIO 

Port B input Oil 

Port B input D12 

Port B input D13 

Port B input 014 

8 Strobe output 

9 Port B input 015 

10 Port A output DOG 



Port A output DOl 

Port A output D02 

Port A output DOJ 

Port A output 004 

Port A output 005 

Port A output 006 

Port A output 007 

8 Port B Input DI6 

9 Port B Input 017 

Signal Ground 



AO Pin Connector 



Pin NufTOer Signal 

1 Port B output DOO 

2 Port B output DOl 

3 Port 6 output 002 

4 Port 6 output 003 

5 Port B output 004 

6 Port B output 005 

7 Port B output 006 

8 Port B output 007 

9 Pin renoved 

10 Pin Renoved 

11 Signal Ground 

12 Acknowledge input 

13 Port 6 input DIO 

14 Port 6 input Oil 

15 Port B input 012 

16 Port B input 013 

17 Port B input 014 

IB Strobe output 

19 Port B input 015 

20 Port A output DOO 



Pin Number Sional 

21 Port A output 001 

22 Port A output 002 

23 Port A output 003 

24 Port A output 004 

25 Port A output 005 

26 Port A output 006 

27 Port A output 007 

28 Port B input DI6 

29 Port B input 017 

30 Signal Ground 

31 Pin renoved 

32 Pin renoved 

33 Data ready output 

34 Signal ground 

35 Signal ground 

36 Signal ground 

37 Signal ground 

38 Data ready fiCK in 

39 Signal ground 

40 Signal ground 
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Uiiversal Parallel Interface Card 

(UPIC) 



Data configuration block 

Commonly used configurations for the driver .printer on the 
SOS 1.3 Update diskette are listed in the following table. 



Printer 



Centronics 775/700 
Centronics 730/737 
Anadex DP-8000 
Printronix P300 
C.Itoh 8510A 
IDS 440/445/460 
Epson t1X-80 
TI 810 

Any printer connected 
with Apple ][ cable 



Uevice configuration block (DCB 


) values 


ERKHASK 


ERRSTftr 


AUTOLF 




IIHEOUT 


00 


01 


02 


03 


04 


EO 


CO 


40 


00 


OA 


CO 


CO 


00 


00 


5A 


EO 


CO 


00 


00 


5A 


EO 


CO 


00 


00 


OA 


E8 


C8 


40 


00 


OA 


60 


40 


00 


00 


5A 


E8 


08 


00 


00 


OA 


E8 


CO 


00 


00 


OA 


00 


00 


00 


00 


OA 



For further information on the Data Configuration Block 
please refer to page 19 onwards of the universal Parallel 
Interface card manual. 



NOTE: The driver .PARALLEL is used for two way coimrunications 
i.e. for input and ouput, when using the AO pin 
connector. This driver has a three byte configuration 
block. Please refer to pages 29 onwards in the manual 
for more information. 
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Colour Video F^ort 



Pin Outs 

DB-15 Connector Signal Name 



1 Shield Ground 

2 XRGB4 - One of 4 RGB outputs. This (and 

pins 5,9 & 10) Is a TIL output with 
instantaneous colour Information. 
A linear-ttileghted sum of these four 
signals will form a true 16 colour 
RGB video signal. 

5 SYNCH - Composite negative sync signal. 

4 PDI - Not used 

b XRGBl - See pin 2 

6 GND - Power & Signal Ground 

7 -5V - Maximum load 200 mA 

8 ^12V - Maximum load 500 mA 

9 XRGB2 - See pin 2 

10 XRGB8 - See pin 2 

11 BWVID - NTSC B&w Composite video with 

negative going sync, 1 volt peak to 
peak into a 75 ohm load. 

12 NTSC - NTSC Colour vldeo with negative 

going sync, 1 volt peak to peak 
Into a 75 ohm load. 

13 GND - Power a Signal Ground 

14 -12V - Maximum load 200 mA 

15 *5V - Maximum load 1 Amp. 



Note : All power supply ratings assume that no peripheral 

cards are Installed In the system, if there are cards 
In the system, the current drawn by those cards counts 
as part of the total current available for each 
supply . 
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Macintosh Interface Ports 



Contents 



Page Description 

D.2 Serial Ports 
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Macintosh Com munications 
Connectors 
RS422 

The following pin connections apply to both the 
communications and printer Interface ports. 

Pin aits 



069 
Connector 



RS232 
Signal Name 



RS422 

signal Name 



1 

2 
3 

4 
5 
6 
7 
8 
9 



Chassis Ground 
signal Ground 
Transmit Data (Tx) 
Handshake (DSR) 
Receive Data (Rx) 



Ground 

■»5V 

Ground 

Tx* 

Tx- 

♦12V 

Handshake 

Rx* 

Rx- 



Note: Macintosh uses pin 7 as an Input when communlcaUng to 

printers In order to determine whether the printer is ready to 
receive data (hardware handshaking). Macintosh uses software 
handshaking for connecUng to remote computers/terminals 
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Ports 



Contents 



Page Description 
E.2 Serial Ports 
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Lisa Serial Ports 



Din rk rt'c 
rin lAiLb 












oeridi fl - 


serial b - 


uonnector 


Trfc /rii it- 

in/uux 


bipnai Name 


Siqnal Name 


i 




rroieciive brouno . . . . 


Protective Ground 


o 


ni IT 




iransmit Data 


1 


TW 




Receive uata 


A 


ni IT 




Not connected 


5 


, IN . . 


Clear To Send 


Not connected 


6 


IN . . 


Data Set Ready 


Data Set Ready 


7 




Signal Ground 


Signal Ground 


8 . , 


IN . . 


Data Carrier Detect . . 


Not connected 


15 , , . 


, . IN . . 


Transmit Clock 


Not connected 


17 


. . IN . . 


Receive Clock 


Not connected 


19 


IN . . 


Not connected 


Receive Data Minus 


20 


OUT . 


Data Terminal Ready . . 


Data Terminal Ready 


24 


, , OUT . 


Transmitter Clock 


Not connected 



Note : Lisa Office System software (e.g. LisaTerminal) uses 
full duplex, asyncnronous communication lines. The 
lines are attached to Serial A or Serial B on the 
back of the Lisa. Serial A and Serial B are 25-pin 
connectors that meet the requirements of EIA 
specification RS-232-C. 

serial A and B are wired differently. The Serial A 
connector is wired for full modem control sigr.ils. 
Serial B is wired with a special crystal oscillator 
that allows it to get all the common baud rates. 
Serial A uses the system clock and, as a result, 
cannot generate 3600 and 19200 baud. 
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Printers/Plotters 




Contents 


Paoe 


Description 


F.2 , . , 


. . , imagewrlter Printer 


F.4 


, , , Daisy Wheel Printer 


F.8 , . . 


Dot Matrix Printer 


F.ll 


Colour Plotter 


F.12 


The Apple Thermal Transfer Printer 
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Imaoewriter 10" anri 1 i?" 

Order # A9M0303P and A9M0305P 



Both of these printers are Identical In terms of Interface 
specifications and DIP switch functions. The interface is 
RS232C serial. 



Pin Outs 



DB-25 

connector signal 

1 Frame Ground 

2 Transmit Data (Tx) 

3 Receive Data (Rx) 

4 Request To Send (RTS) 

7 Signal Ground 

14 Fault 

20 Data Terminal Ready (dtr) 
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Imaaewriter 10" aid 15 

Switch Settings 





1 




Switch SUl 




1 


Switch $U2 




1 

1 1 


2 


3 


4 


5 


6 7 


8 1 1 


2 3 4 


S«lKt altamativs 


1 

1 










1 




Character Sets: 


1 

1 










1 




English (US) 


10 





J? 






• i 




Italian 


10 


Q 












English (UK) 


1^ 











1 




Gernan 







V 








1 




Swedish 


IC 


A'-' 










1 




French 


1^ 












1 




Spanish 


I'm:* 












I. J.n. 




Page Length: 


1 












1 




72 Line 


1 




£ 






1 




66 Line 


In 










|.,H 




Eighth Data Bit: 


.... 

1 










1' 




Ignore 


1 
1 










!•!•■•!. 1 




Recognize 


1 

1... 


iiii 








.....1.11. 




Character Pitch: 


1 

1 














Pica 


1 
1 










1 




Elite 


1 










1 




Ultracondensed 


L 

1 












Elite Proportional 


l„ 






.... e 






Line feed: 


t 














Add LF after CR 


1 














No LF after CR 
















Baud Rate: 


1 














300 


1 












\Q 




1200 


1 










\n 




2400 


1 










IS 




%00 


1,., 














Data Protocol Type: 


I- 










t 




XOH/XOFF 


1 












OTR 


1 , 










J, 






Note : = Open c = Closed 
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Daisy Wheel Printer 

Order * A3M0027 

Pin Outs 

DB-25 

Connector Signal Name 



1 Chassis Ground 

2 Transmit Data (Tx) 

3 Receive Data (Rx) 

4 Request To Send (RTS) 

5 Clear To Send (CTS) 

6 Data Set Ready (DSR) 

7 Signal Ground 

8 Data Carrier Detect (DCD) 

20 Data Terminal Ready (DTR) 
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Daisy Wheel Printer 

Switch Settings - Front panel 



1 2 3 4 5 6 7 8 



Type Pitch: ( 






10 cpi joi 






12 cpi IQ 


^ OFF 




15 cpi |0RF ON 


i iii 


Proportional | QK fiH 




Forn Length: | 






3 Inches | 


Qiff 0^ m m 




3.5 Inches ( 






A Inches | 


(3FF (sk m m 




? incnes | 


m m m m 




J. 3 incneS | 


m m Qirf m 




6 Inches | 






7 Inches | 


OK OFF ON *iFf 




8 Inches | 


cf * mm 




8.5 Inches | 


m m m m 




9 Inches | 


&n OFf Off m 




10 Inches 1 


m m m ^ 




11 Inches | 


OFF OFF er^ « 




11 2/3 Inches | 


tM OFF tff (JH 




12 Inches | 


OFF OK mm 




14 Inches | 


OH m mm 




16 Inches | 


. . 0N 01* I3^< fSM 




Line Feed: | 






LF ofter CR j 


cn 


No LF after CR | 


m 


Lines per Inch: | 






8 Lines | 




9* 


6 Lines I 




flFF 
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Daisy Wheel Printer 

Switch Settings - Rear pmel 



Switch stn-A 

2 3 4 5 6 



7 8 



Switch $U2-8 
2 3 4 5 6 7 8 



Characur Sets: 

A$CII Standoid 

USA UP 

Italian 

Swedish 

English UK 

French 

Geinw) 

Spanish 



9^ m 
m 0f 
m m 
m m 
m #F 
m m 
m 



mm 

mm 

m m 
m m 



PRIMT: 

Bidirectional 
Unidirectional 



Line Feed: 

Auto CR/LF 
No Auto CR/LF 
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Daisy Wheel Printer 

Switch Settings - Rear p^i 





1 Switch SVl-A 

1 1 2 3 4 5 6 7 


1 Switch SU2-B 
• 1 1 2 3 4 5 6 7 8 


Baud Rote: 


Hi m m m 






iOO baud 
600 bMiH 

wv t/vUw 

1200 baud 
2400 baud 
•4800 baud 
9600 baud 


\m mm 
\m m m 
\m m m 
\m m m 

\m ^ m 

■ jj?K: ^ ^ „n 




1 

^ 1 

: 1 


Handshake: 








EWfiCK f, DTR 

XON/KOFF 

OTR 


1 

1 I ' m m 




Setting: 


r M 






Mo floden 
rtoden 


1. - = 


.... m = 




Parity: 








Space 
Nark 
Even 
Odd 


1 ^ \ 
1 ^ ^ 
1 

1 ... ^ 


OS on 1 
0^ m 1 
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Pin Outs 



Dot Matrix ( DMP) 

order // A2M0039 (Discontinued) 



Amp Pin No. signal N^mp 

1 Data STB (-ve) 

2 Data 1 

3 Data 2 

4 Data 3 

5 Data 4 

6 Data 5 

7 Data 6 

8 Data 7 

9 Data 8 

10 ACK {-\;Q) 

11 Input Busy 

12 Paper Efipty 

13 Select 

14 ov 

15 NC 

16 Ov 

17 cnassls Ground 

18 -5v 



-ME_Pln_NQ^. Signal Name 

19 Ground (TP pin i) 

20 Ground (TP pin 2) 

21 Ground ( TP pin 3) 

22 Ground (TP pin 4) 

23 Ground (TP pin 5) 

24 Ground (TP pin 6) 

23 Ground (TP pin 7) 

26 Ground (TP pin 8) 

27 Ground (TP pin 9) 

28 Ground (TP pin 10) 

29 Ground (TP pin ii) 

30 Ground (TP pin 12) 

31 Input Prime (-ve) 

32 Fault (-ve) 

33 Ov 

34 NC: 

33 NC 

56 Input Busy 



Note: TP = Twisted Pair 
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Dot Matrix OJM P) 

Switch Settings 



Switch SUl 





1 2 


3 


4 


3 6 


78ll 7 '1 4 S fk 7 H 


Select alternative 












Qtoracter Sets: 












English (US) |C 


i 






1 


Italian |C 


) 






1 


English (UK) [t 


) C 






1 


Cernan |0 C 






1 


Swedish |0 ( 










French |0 C ( 








1 


Spanish |G C 1 








1 


Page Length: | 













72 Line j 






c 




1 


66 Line i 












Select Codes: | 










1 


Ignore j 








c 




Respond j 












On Buffer Overflow: i 












Line feed f 








c 




Ho line feed | 








... .f? 




Print: | 












On CR.LF.VT.FF |" 










t 1 


After CR only | 










C 1 


Line feed: | 












Add LF after CR \ 










€1 


Ho LF after CR [ 










Oi 



Switch SU2 



Note : = Open c = Closed 
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Dot Matrix fPMP) 

Switch Settings (cont) 



switch SUl- I Switch SU2- 



112 3 4 5 6 7 8 11 


2 


3 4 


s 


6 


7 fi 


Zero choiacter: j | 

Slash zero | | 
Do not slosh zero | f 


c 
















Input iMiffer: | 

One line only | 
3k bytes | 


Q 













Character spacing: | 

Elite proportional | 
Pica fixed width j 








C 

, c 


1 








8th Data bit: | 

Ignore | | 
Recognize | r 








c 


■.V.-; :-. 




On power on: | r 

Select 1 1 
Deselect | { 












c 




Print: j V 
Unidirectional | | 
Bidirectional | | 
















& 





Note : = Open c = Closefl 
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Colour Plotter 

Model » A9M0302P 



The Apple Colour Plotter uses a standard RS232C interface so 
can be connected to virtually any computer. 



Pin Outs. 



DB-25 

Co nnector Signal Description 



1 Frame Ground 

3 Receive Data (Rx) 

4 *12 VDC 

7 Signal Ground 

20 Data Terminal Ready (DTR) 



Switch Settings 



12 3 4 3 6 7 8 



Baud Rote: 




9600 


1 m m m 


4800 


1 on (3lt OFI 


2400 


1 , m mm 


1200 


1 m m m 


600 


1 . m m m 


300 


! m m m 


no 


1 mmm 


7b 


1 


Stop Bit: 




1 Bit 


1 mtfu l 


1.5 Bits 


1 mm: 


2 Bits 


1 ffi = ,„ 


Paority: 




Parity 


1 m 


Ho Parity 


1 m 


Odd Polity 


1 at 


Even Parity 


1 , „m i 


Data Langth: 




7 Bit 


iCi 



8 Bit 



m 
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Tbe^^Eple Them^ 



Pin Outs 

DB-25 

Connector signal 



1 Frame Ground 

2 Transmit Data (Tx) 

3 Receive Data (Rx) 

^ Request To Send (rts) 

~! Signal Ground 

20 Data Terminal Ready (DTR) 



Switch Setting s 



Select Alternative 

Character Sets: 

American 

Italian 

Afnerican 

British 

German 

Swedish 

French 

Spanish 

Add LF after CR 

Yes 

No 

Print Intensity 

Normal 

LOW 

Baua Rate 

1200 

9600 

Handshake 

XON/XOFF 
DTR 



1 1 


2 


5 4 










n 








D 


1 OFF 


CFF 




t 


1 ON 


CFF 






1 OFf 


OS 




u 


1 ON 


C»< 


m 


s 


1 m 


OFF 


QN 


e 


1 OK 


m 


ON 


d 


i Cf F 


OK 


m 




1 m 









OH 



ON 



ON 
OFF 
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Caifi^jration Tables 



Contents 



Page Descriptuxi 

G.2 Interface Cables 

G.4 Apple Daisy Wheel Printer 

G.5 Apple Imagewrlter 

G.6 Apple Dot Matrix Printer 

G.7 Apple Culour Plotter 

G.8 The Apple Therirel Transfer Printer 
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Interface Cables 



0B25 Connector 0B25 Connector 0B25 Connector DB25 Connector 
(flale) (Hale) 



1 1 



4 & 5 8 

6 2 

7 ---- 7 

8 4 

20 6 



1 1 



I :::::: ' 2 2 
^ ^ 5 — 5 



6 20 

« -----W, r::::::::::::::::? 

8 8 

12 12 

13 - 13 

19 19 

20---- - 20 

FIGURE A (noden Elininator) nnmf n 

(PART // 590-0029-00) (part tt^-mj-B) 

This connection is to bo found in the supplied cable but is not actually 
required when you nake your own cable. ai,i.uaiiy 



DB9^Cojnector DB25^Connector DB9^Connector ^B23 ^Connector 



1 1 



9 2 



(PARt"!^0-W69) ""^ (pi^rNV 



1 1 



7 20 ^ — ' I 



2 



I 6 

9 3 
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Interface Cables 



Pin Din 0B25 Connector 

("ale) (flale) 

1 --- 6 

2 - - --- 3 

3 7 

4 2 

5 --- 20 



20 Pin Anphenol 
OIL Connector Oonnector 
(Fenale) (flale) 

1 14 

2 10 

8 1 

10 --- 2 

11 --- 3 

12 -- A 

13 --- 5 

14 6 

15 7 

16 8 

17 9 

20 16 



FIGURE E 

(PART It 590-0191-A) 



FIGURE F 

(PART « 57-30560) 



0B25 Connector Anphenol 

Connector 

(Hale) (nale) 
2 19 

5 2 

6 --- J 

8 4 

11 7 

12 - 8 

13 -- 9 

15 - 1 

16 - 10 

18 35 

19 12 

21 --- 13 

22 5 

23 6 

24 -- 16 

25 -- 32 



FIGURE G 
(PART U 590-0042-B) 
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Daisy Wheel Printer Confiauraticxi 

Table 





Rear Panel 


Switches 


1 Front 1 




SysUn 


SM-1 1 


SU-2 


1 Switches 


CABLE REQUIRED 




12345678 | 


12345678 


1 12545678 


See figure: - 


Apple /// 


11100111 1 


00101001 


1 10000100 i 


A-B " 


nacintosh 


N/A 1 


N/A 


1 N/A 1 


N/A 


Lisa 


11100111 1 


00101001 


1 10000100 


A-B 


Apple //c 


11100111 1 


00101001 


1 10000100 




Super Serial 


11100111 1 


00101001 


1 10000100 1 


B 


High Speed Serial 


00100111 1 


00101001 


1 10000100 1 


B 



Note: = OFF = OPEN * - See configuration below 

1 = ON = CLOSED ** - using default port settings 



Apple /// Driver Configuration 



Driver | Data Configuration Block | 

I Oi ll 2i 3l 4| 51 61 71 el 9| a| bI 

RS232 |Oe|00|lO|lOjlO|00|l3|ll|DF|84|50|80| 
PRINTER |0e jooilo|lO|lO| | | { j | | | 



Super Serial Card Configuration 

I 1 I 2 I 3 n I 5 I 6 I 7 I 

SUl |0fF|OFF|OFF| 0N|0FF| OH | 0N| 

SU2 Ion j onIoffIoffI on|off|off| 

NOTE : Junper block should be pointing towards terminal. 
High Speed Serial Card Configuration 

I 1 I 2 I 3 I 4 I 5 I 6 I 7 I 

Switches |OFF1oFF| ON |0FF |0FF IoFF lOFF | 



NOTE : The High Speed card must nave the PROM P8A installed 
In place of PRon P8 to ensure no data Is lost. 
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Imagewriter Printer Configuration 

T^le 



Systen 


SW-1 


1 SW-2 


CABLE REQUIRED 




12545678 


1 1234 


See figure: - 


H>p\t /// 


11001100 


1 1100 


1 A*B * 


llaclntosh 


11001100 


1 1100 


1 c 


Lisa 


11001100 


1 1100 


1 ft*B 


Apple //c 


11001100 


1 1100 


1 E * * 


Super Serial 


11001100 


1 1100 


1 B 


High Speed Serial 


11001100 


1 0000 


1 B 



Note: = OFF = OPEN " - See configuration Delow 

1 = ON = CLOSED - Using default port settings 



Apple /// Driver Configuration 



Driver | Data Configuration Block | 

I Ol ll 21 31 41 51 61 7! 81 9l ftl Bl 

RS232 |OE|OO|1O!10|i0|00|13|11|DF|84|50|80| 
PRINTER |oe|0ojloiloil0| 1 | | | | | i 

Stper Serial CarO Configuration 

ll I 2 I 3 I 4 I 5 I 6 1 7 I 
SUl |OFF|OfFlOfFl ON|0fF| ON | ON 1 

SU2 |0N I on|off|off| onIoffIoffI 

NOTE : Junper block should be pointing towards terminal. 

High Speed Serial Card configuration 

I 1 I 2 I 3 H I ^ I 6 I 7 1 

Suitches j ON I OFF I ON | ON |OFF |OfF |OFF | 

NOTE : The High Speed card must have the PROti P8 Installed. 
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Dot Matrix Printer Configuration 

Table 



SystM 


1 SU-1 


1 SW-2 I 


CABLE REQUIRED 




1 12343678 


1 12545678 | 


S«e figure: - 


Apple /// 


1 11001010 


1 00000110 1 


C * 


flacintosf) 


1 N/A 


1 N/A 1 


N/A 


Lisa 


1 11001010 


! 00000110 j 


C 


Apple //c 


1 N/A 


i N/A 1 


N/A 


Centronics Card 


1 11001011 


1 00000110 j 


F 


2PIC 


1 11001010 


00000110 1 


G 



Note: = OFF = OPEN 

1 = ON = CLOSED 



See configuration below 



Apple /// Driver Conflq uratinn 



Driver 



Data CoftfiguraUon Block 



1 Ol 1 


2| 3| 4| 5l 6| 7| 81 9I a| 


PRINTER 


|60|40 


00|00|64| 1 1 1 1 1 1 



Parallel Interface Card (2PIC) Conflquratinn 



) 1 I 2 I 3 I 4 I S I 6 I 7 I 



Switches |OFF|OFF[OFF| ON|ON lOFFlOFF 
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Colour Plotter 



on 



Table 



System 


1 S«-i 1 


CABLE REQUIRED 




1 12545678 I 


See floure:- 


Apple /// 


1 10111100 1 


A*B * 


Macintosri 


N/A 1 


N/A 


Lisa 


N/A 1 


N/A 


Apple //c 


t 01101100 1 


^ urn 


Super Serial 


01101100 1 


B 


Hlgri speed serial 


N/A 1 


N/fl 



Note: = OFF 

1 = ON 



= OPEN 
= CLOSED 



- See configuration below 

- Using default port settings 



Apple /// Driver Configuration 



Orivet 






Data Configuration Block 











1 


2 


3 


4 


5 


6 


7 


8 


9 


A 


B 


RS232 


08 


22 


00 


00 


00 


00 


13 


11 


DF 


84 


bO 


80 


PRINTER 


08 


22 


00 


00 


00 

















Siper Serial Card Configuration 





1 


2 


3 


4 


5 


6 


7 


SUl 


OFF 


ON 


ON 


ON 


OFF 


ON 


ON 


SU2 


ON 


OFF 


OFF 


ON 


OFF 


OFF 


OFF 



NOTE: Jumper block should be pointing towards terminal 
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The Apple Thermal Transfer Printer 
Configuration Table 



Systcn 


i ai-1 


1 CABLE KgUIRED 




t 12345678 


1 See figure: - 


<^ple /// 


11010000 


1 A*B * 


riaclntosh 


11010000 


1 c 


Lisa 


11010000 


i A*B 


<^ple //c 


11010000 


1 E * * 


Super Serial 


11010000 


B * 


High Speed Serial 


N/A 


1 N/A 



Note: = OFF = OPEN - See configuration below 

1 = ON = CLOSED - Using default port settings 

Apple /// Driver Configuration 



Oliver 


Data Configuration Block | 
0| ll 21 31 4l 5| 61 7l 81 9l A| B| 


RS232 
PRINTER 


OE|00|l0|lO|l0ioo|l3|ll|DF|84|50|80i 
OE|00|10|10|10| 1 1 I 1 1 1 1 



Super Serial Card Configuration 





1 


2 


3 


4 


5 


6 


7 


SUl 


OFF 


OFF 


OFF 


ON 


OFF 


ON 


ON 


SU2 


CM 


ON 


OFF 


OFF 


ON 


OFF 


OFF 



NOTE: Junper block should be pointing towards terminal 
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